
Fuel Storage & Dispensing Tanks
Fuel storage without limits

Carbery Fuel Points

1350FPS Standard 1350FPP Premium 2500FPS Standard

All Carbery Fuel Point Standard models are supplied as standard with: All Fuel Point Premium models additionally feature:

● 2” BSP Fill Point;
● 5” Lockable Inspection Point;
● 5m Delivery Hose;
● Automatic Nozzle;

● 230v AC 56lpm Pump;
● Lockable Equipment Access;
● 10-micron Water /Particulate Filter;

● Apollo Ultrasonic Tank Monitor;
● LED Bulkhead Light;
● Fuel Flow Meter;
● Optional Fuel Management System – 6000FPP
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Carbery Fuel Kings

1350FK Fuel King
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1350FK Fuel King Equipment View 2500FK Fuel King Equipment View

Every Carbery Fuel King is supplied complete with:

● 2” BSP Fill Point;
● 5” Inspection Point;
● 8m Delivery Hose;
● Retractable Hose Reel;
● Automatic Nozzle;
● 10-micron Water / 

Particulate Filter;

● Lockable Access;
● Fuel Flow Meter;
● LED Bulkhead Light;
● Contents Dipstick;
● Apollo Fuel Tank Monitor;
● 230v AC 56lpm Pump
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Made in Ireland, our Fuel Points combine the convenience of forecourt style refuelling with the assurance of 
supply that only on-site Diesel storage provides. Fully bunded, you can choose from Standard and Premium 
grades. Standard tanks come with everything required to store Diesel safely, securely and responsibly. Premium 
models are ideal for larger, multi-user installations and supplied complete with added-value ‘extras’ as 
standard. 

2500FPP Premium 6000FPP Premium

2500FK Fuel King

Our fully bunded Fuel King Diesel Storage and Dispensing Tanks feature the very latest fuel handling technology. 
Almost certainly the most advanced tanks of their kind, they usefully feature a space-saving rectangular 
footprint and are thoughtfully designed, to help you get more done in less time. 

Diameter:  1,372mm
Height:       1,570mm
Capacity:    1,309 litres

Diameter:  1,372mm
Height:       1,570mm
Capacity:    1,309 litres

Diameter:  1,870mm
Height:       1,900mm
Capacity:    2,554 litres

Diameter:  1,870mm
Height:       1,900mm
Capacity:    2,554 litres

Length:       2,704mm
Width:        2,300mm
Height:       2,400mm
Capacity:    6,025 litres
*Length includes cabinet

Length:                 2,018mm
Width:                  1,295mm
Height:                 1,729mm
Capacity:              1,326 litres

Length:                 2,330mm
Width:                  1,450mm
Height:                 1,900mm
Capacity:              2,348 litres



Fuel Storage & Dispensing Tanks
Fuel storage without limits

6000FPP Premium
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2”BSP Offset Fill Connection
5m x 1” Fuel Delivery Hose 
Main Access Door-Lockable
Auto Shut off Nozzle
10-micron Water /Particulate Filter
Fuel Flow Meter
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72LPM Pump
Overhead Light
Apollo Contents Gauge & Bund Alarm Location
382mm Access Lid-Lockable 
2”Offset Fill & Overfill Prevention Valve

Length:       2,704mm 
Width:        2,300mm
Height:       2,400mm
Capacity:    6,025 litres
*Length includes cabinet


